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Current Progressat the Site

The Du Pont- Towanda facility is currently under a RCRA permit for the storage of hazardous
waste and a Corrective Action Permit to investigate and define contamination.

On the basis of thisinvestigation Du Pont has found groundwater contamination in 2 areas. The
groundwater in both areais closely monitored and is contained on-site. The groundwater does not
pose arisk because the groundwater is not used for drinking water and geologic conditions are
preventing the plume from expanding. Thereis aso evidence that the plume is degrading due to
the action of naturally occurring microbes. EPA isin the process of using the available
information to modify the existing permit and propose a Final Remedy for the facility.

Site DescriEtion

The Du Pont facility in Towandais located on New James Street and Patterson Boulevard in
Towanda, PA and borders Sugar Creek. This Facility has been operation since the early 1940s
and is amanufacturing site for X-ray screens, coated films, and wet -processing solutions.

In these processes Du Pont used various chlorinated solvents and methylene chloride. These
substances have been found in the groundwater at two locations at the Facility. In one areathe
groundwater is contaminated with methylene chloride, possible from a storage tank which has been
removed. In 1994, Du Pont found methylene chloride contaminated groundwater seeping into Sugar
Creek and quickly built asystem to catch it. From 1995 to 1996 , Du Pont recovered 190 pounds
of methylene chloride by pumping contaminated groundwater from this area and sending it to the
on-site methylene chloride recovery system. Inlate 1996, Du Pont stopped using methylene
chloride in their manufacturing processes. Since that time, Du Pont shut down the recovery system
and is monitoring the contaminated groundwater. The contamination remains on-site and is not
spreading.

In the second location, Du Pont has been and continues to monitor groundwater contaminated with
chlorinated solvents and their breakdown products. The presence of breakdown products shows
that natural processes are degrading the solvents. In neither case, is the contamination moving off-



site nor posing athreat to human hedlth or the environment.

Site Rgonsi biIitx

RCRA Corrective Action activities at the Du Pont - Towanda facility are being conducted under
the direction of EPA with assistance from PADEP.

Contaminants

The main contaminants in the groundwater are methylene chloride and other chlorinated solvents.

Community Interaction

EPA isworking on a Statement of Basis and Proposed Permit Modification for a Final Remedy.
When these documents are ready, EPA will solicit comments from the public on the proposed final

remedy.
Government Contacts

EPA Project Manager

Ms. Renee Gelblat - 3WC22

U.S. Environmental Protection Agency - Region 111
1650 Arch Street

Philadel phia, PA 19103-2029

Phone: (215) 814-3421

Email: gelblat.renee@epa.gov

Mr. John Hamilton

Pennsylvania Department of Environmental Protection
208 West Third Street, Suite 101

Williamsport, PA 17701

Phone: (570) 327-3651

Email: johamilton@dep.state.pa.us

For more information about EPA’ s corrective action webpage, including Environmental
Indicators, please visit our site at: www.epa.gov/reg3wcmd/correctiveaction.htm

Facilitx Contact



Du Pont Technologies

Mr. James A. Hasse

R.R. 1, Box 15

Patterson Boulevard
Towanda, PA 18848-9784



